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PROPOSED TYPICAL SECTION

STA. 297+71 - 307+43

WB LANES ¢
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PROPOSED
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PROPOSED
PROPOSED
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CRPCC PAVEMENT, 8”

STABALIZED SUB-BASE, 4”
BITUMINOUS SHOULDER, 8"

PIPE UNDERDRAIN

CONCRETE BARRIER, 32"

POLY HMA BINDER COURSE, 2-1/4"
POLY HMA SURFACE COURSE, 2”
BITUMINOUS MATERIALS (PRIME COAT)
AGGREGATE (PRIME COAT)

PCC SURFACE REMOVAL, 1/2”
HOT-MIX ASPHALT SHOULDERS, 3-3/4"
AGGREGATE WEDGE SHOULDER, TYPE B
PIPE UNDERDRAIN, 6"

SHOULDER REMOVAL AND REPLACEMENT, 8"

HIGH TENSION CABLE MEDIAN BARRIER
SHOULDER RUMBLE STRIP

CONCRETE BARRIER, 42"

HMA SHOULDER - 4’ (MOW STRIP)

PROPOSED TYPICAL SECTION

STA. 320+57 - 336400
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* NOTE: SEE SCHEDULES FOR EXACT LOCATION OF PIPE UNDERDRAINS,
CONCRETE BARRIER, GUARDRAIL AND CABLE MEDIAN BARRIER
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